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GD 470-S  

DISCONTINUED - Replaced by GD 470-SJ

Glass Break Detector for Laminated Glass, Glued, Relay
output

  

Product :  

Zone de couverture max. 2 m radius (Up to 8mm and P8B)
Certifications VdS EN-ST-000243 (Environmental

IIIA, Grade 3), SBSC 17-132 (Class
3), F&P, FG, VdS G 121503 Class B

Tension de l’alimentation 5-15 VDC
Consommation électrique 1,5mA (3 mA in alarm state)
Sortie alarme Transistor output
Indicateur d’alarme LED
Autoprotection Oui
Durée alarme Latching
Connexion Câble (connection de cable

perpendiculaire)
Matériau du coffret ABS Plastic
Couleur Blanc
Température de fonctionnement -40 - +70°C
Indice de protection IP 67
Dimensions (h x Ø) mm 11 x 26
Grade 3

  

Product description:  

Le détecteur brise de vitre GD 470-S avec sortie relais a les mêmes fonctions que le GD 470 qui peut être connecté directement à une
entrée de la centrale. Le détecteur dispose d'un câble spiralé avec contact modulaire qui est connecté dans la boîte de jonction JB 103-4, ce
qui signifie qu'il peut être facilement et rapidement déconnecté de la boucle du détecteur, par ex. plâtrage d'une fenêtre.
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Related products and accessories

JB 370

DISCONTINUED - Replaced by JB 370-2

Junction Box for GD 370 and GD 470 Glass Break Detectors

JB 370-2

Junction Box for GD 370 and GD 470 Glass Break Detectors

JB 370-5

Junction Box for GD 370 Glass Break Detector

CG 100

Cable Conduit

GDK 100

Adhesive Kit

/en/junction-boxes/140--jb-370-2.html
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Related products and accessories

GVT 500

DISCONTINUED - Replaced by GVT 5000

Test unit for GD 300/GD 400 Glass Break Detectors.

GVT 5000

Test Unit for Glass Break and Vibration Detectors
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